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BENT CURTAIN RODS & RAILS AND ANGLE CONNECTORS 
Examples of bending and angled joining rails and rods. These curtain rails or rods can be either single or double. 
Point bending is mainly used for rails in order to allow the slides to slide under the brackets, whereas angled 
connectors are used for rods. 
In order to bend or make a connector, it is very important to specify the angles accurately. 
In the case of non-standard bends it may be necessary to make a template. 
For more information on bending, please contact ZEGAR company.

HORIZONTALLY BENT CURTAIN RAIL 
 

Horizontally bend curtain rail for one or two rods or rails. To size this curtain rod, specify the depth of the arc 
(H), the width of the arc (C) - these should be the dimensions of the wall, and on which brackets it will be 
mounted (model and length). It should be noted that this is a horizontally bent curtain rod, as the bending 
radiuses are different.
 
ATTENTION! With this data we can bend the arc along the radius of the circle.

To make a connector, you need to specify
the angle, sending a template or drawing.

ATTENTION! Adjustable connectors can be used for rod diameters of 12, 16, 20 and 30 mm.

Joining rods with angle connectors 
(applies to all rod diameters)

Curved rod and rail bending (applies to 20 mm 
diameter rails and 12, 16 and 20 mm rods)
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VERTICALLY BENT CURTAIN RAIL

 

A curtain for one or two rods or rails. To size this curtain rod accordingly, you need to specify the depth of the 
arc (H), the width of the arc (C) and whether the measurements are for a wall or a curtain rod. It should be 
noted that this is a vertically bent curtain rod, as the bend radiuses are the same. 

ATTENTION: With this data we can bend the arc along the radius of the circle.

Bent curtain rods
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Dimensioning a curtain rod
Dimensioning of the window recess 

(X and Y distances can be the same or different)

ANGLE CONNECTIONS (fixed or adjustable for rods) ANGLE CONNECTIONS (fixed or adjustable for rods)

Single, double or triple curtain rod. On example, an 
internal bracket (a necessity for rods) is used to fix the 
bent rod to the wall. On the left, on the other hand, a 
cylinder end is placed on this rod (a necessity in the case 
of a rail). In order to do this correctly, it is necessary to 
specify the length of the curtain rod and the model and 
length of the bracket.

POINT BENDING                                                        ANGLE CONNECTOR
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L - bracket’s length
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The curtain rods can be mounted to all types of walls (plaster, brick, concrete, etc.) using a special mounting plate or castor. The 
person fixing the curtain rod should wear cotton gloves, in order to protect the delicate patina layer covering the aged (antico) 
products, as well as the protective coatings on the other finishes.
 
The first to be mounted to the wall, using the two screws provided, is the mounting plate. There are four holes asymmetrically 
located in the sheet metal - two more than necessary in order to always be able to find the most favourable hole location in the 
wall. In the case of the cladding brackets (Fig. 3, 6), the bracket is screwed onto the clamping plate and the rod is then placed on it. 
Then the rod is placed on it. In the case of through-brackets (Fig. 1, 2, 5), tube with rings is first placed in the bracket stem and then 
the whole thing is fastened to the sheet metal in the wall.
 
When mounting the curtain rod to the wall, pay attention to the distance from the window sill or radiator from the wall, and use 
brackets of the appropriate length. Wheels of the correct diameter must be applied to the rod before mounting. Clips and buckles 
are also suggested to be put on the rings before placing them on the curtain rod. Finally, end pieces should be placed on the ends 
of the rods or rails. For every 1 meter of rod, 10 rings with clips or buckles are used, and for 1 meter of rail 10 slides with buckles 
or clips. Buckles do not need to be removed for washing, while clips, rings and other metal parts should not come into contact 
with moisture.

Fig. 1
Classic/ART DECO PASS-THROUGH BRACKET INSTALLATION

Fig. 3
Techno 12, 16 AND 20 CLIP-ON BRACKET INSTALLATION

Fig. 5
Techno 12 PASS-THROUGH BRACKET INSTALLATION

Fig. 7
INNER BRACKET INSTALLATION

Fig. 9
INSTALLATION OF HOOKS AND RAILINGS

Fig. 2
Techno 20 PASS-THROUGH BRACKET INSTALLATION

Fig. 4
Techno 20 RAIL BRACKET INSTALLATION

Fig. 6
FORGED BRACKET INSTALLATION

Fig. 8
JOINING OF RODS

A handle should be placed at the joint.
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INSTALLING THE STRING SYSTEM IN THE OPEN ROD

Put the rings on the sled.1. 
Screw the rings to the sled with screws.2. 
Put the rings with the hanger bent on the sled.3. 
Attach hanger rings to sled with screws.4. 
Put the rings with buckles on the curtain rod equally on the right and left side.5. 
Mount the end-pieces.6. 

INSTALLING THE STRING SYSTEM MODERN 40 AND MODERN 80

Lay out the strings together with the blocks and sleds on a flat surface as shown.

Insert into the profile guide (without tangling the cords) successively from the left - the rail sled, then1. 
slides with buckles - half of the quantity minus 1 piece, then2. 
the block, moving all the elements to the right side at the same time, so that you can introduce the same 3. 
same pieces on the right side with the strings above the slides.
Insert the sled with the hanger on the right side of the profile.4. 
Insert the slides with the buckles - half of the quantity minus 1 piece.5. 
Insert the right block.6. 

Set the blocks approximately 25 mm from the ends of the rail.1. 
Fix the blocks by tightening the screws.2. 
Put one slide each on the left and right rail, outside the blocks.3. 
Slide on profile both ends.4. 
Fit the string tension according to the separately attached diagram.5. 
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JOINING MODERN 40 PROFILES

Insert the strengthening halfway into the profile, between the markers below the fastening channel.1. 
Insert the fastener into the fastening channel, so that the central hole is located in the area where the profiles are joined 2. 
(the screws should swing outwards).
Tighten two screws until they stop.3. 
Slide the second profile over the exposed strengthening and connector, pressing them in precisely against the first profile.4. 
Tighten locking screws until they stop.5. 
Screw in dowel.6. 

JOINING MODERN 40 PROFILES

Insert the strengthening into the profile, between the markers below the fastening channe, so that the holes overlap.1. 
Insert the fastener into the fastening channel, so that the the larger hole overlapped with the threaded hole in the 2. 
strengthening (the small screws should swing outwards).
Pre-screw M6 and M4 screws.3. 
Slide the second profile over the exposed strengthening and connector, pressing them in precisely against the first profile.4. 
Screw in M6 and subsequently M4 screws until they stop. 5. 
Tighten M6 and subsequently M4 screws until they stop. 6. 
Screw in dowel.7. 

INSTALLING THE MODERN 40 AND MODERN 40 CURTAIN RAILS TO THE WALL

Fit the wall plugs.1. 
Unscrew the mounting plate and put to the wall.2. 
Fix the mounting plate with screws.3. 
Place bracket base on mounting plate.4. 
Screw the fixing dowel of the bracket to the mounting plate.5. 
Slide bracket tube onto the dowel and screw into place 6. 
with locking screw.
Remove dowel with a locking plate from tube.7. 
Insert the locking plate with the dowel into the mounting8. 
channel of the profile and at the same time align it with
the spacing of the wall-mounted brackets.
Tighten dowel.9. 
Insert the dowels protruding from the profile into the wall brackets.10. 
Screw in locking screw.11. 

ADAPTERS FOR FASTENING ROLLER SHUTTERS TO THE MODERN 80 PROFILE 

A roller blind adapter.1. 
A Roman blinds adapter. 2. 

The oval holes allow the mounted roller blind to be placed horizontally.
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ASSEMBLY OF A JAPANESE WALL COMPOSED OF MODERN 40 PROFILE AND TECHNO 20 RAIL

MOUNTING THE WALL BRACKET

Install the wall plugs, keeping the spacing in accordance with the mounting plate.1. 
Unscrew the mounting plate and attach it to the wall.2. 
Fix the mounting plate with screws.3. 
Place the bracket base on the mounting plate.4. 
Screw the fixing dowel of the bracket to the mounting plate.5. 
Slide bracket tube onto the dowel and fasten it with locking screw.6. 
Pull out the dowel with a locking plate from the pipe.7. 

MOUNTING THE TECHNO 20 RAIL

Insert the chained sliders one by one into the rail guide.1. 
Slide the stopper at the end of the rail, behind the last slide (in the case2. 
of a single wall) or in front of both end slides (in the case of 
a curtain-type wall) as shown in the further diagrams.
Slide the fastening profiles with screws into the top rail guide.3. 
Slide the end pieces onto the rail and secure it with screws.4. 

JOINING THE RAIL AND PROFILE TO THE BRACKET

Insert the locking plate with the dowel into the mounting channel of the profile 1. 
and at the same time align with the spacing of the wall brackets.
Tighten the dowel.2. 
Insert the dowels protruding from the profile into the wall brackets.3. 
Screw in the locking screw.4. 
Set the position of the fixing screws, according to 5. 
the spacing of the wall brackets.
Place the rail into the cut-out of the bracket rod,6. 
while inserting the fixing screws into the holes; in case
of a single wall the stopper at the end of the rail should
be on the side of the block with the dangling sliding cords.
Lock the rail with a knurled nut.7. 
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INSTALLATION OF CURTAIN PANELS 

Hook the curtain panels with the drawstring hooks, with the longer panel placed
on the side of the slide cord, and overlap part „A” on the block „D”.

Insert the hook into the slot on the underside of the slide, until it stops.1. 
Move the slide horizontally towards the hook 2. 
while holding the panel upwards.
Lower the panel with the hook, while hooking it onto the tab. 3. 
Move the slide next to the hanging string block approx. 2cm 4. 
from the „D” block as shown in the diagram below.
Put stoppers to restrict movement of sliders 5. 
as shown in the diagrams below.
Attach curtains to Velcro panels.6. 
Slide the ends onto the front profile.7. 

Scheme description: 

A - elongated part of the curtain panel 
B - slide connected to the string 
C - stopper 
D - block with string for sliding

Diagram of a Japanese single wall

Diagram of the Japanese curtain wall
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For information on cooperation, distribution points as well as the installation and use of curtain rods, 
please contact the ZEGAR Company directly or its branch in Warsaw.

BRANCH IN WARSAW


